
B4B- Build For Broadband Webinar
Pathways
July 18, 2019 



B4B- Build For Broadband Initiative
Practices that support access to competitive, high-speed broadband 
for the current and future connectivity needs of Seattle residents.
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Typical Building Distribution

5



Why add future pathway?

ÅRemain competitive

Å Entice and retain tenants

ÅControl vendor contracts

Å Technology changes quickly.  Be prepared.
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Å Vulcan

ÅHigh end condo projects

ÅHigh rise residential projects
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Design Considerations

Å What will service providers offer?

Å Cabling & pathways vs. actual install

Å Ask for pricing alternates during bid time

Å Recommend increasing smart box to 

plastic, vented, 42° size if futureproofing 

is desired
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ÅMechanical, Electrical, Plumbing  

Engineering

ÅEnergy

ÅSustainability

ÅLighting Design

ÅCommissioning

www.rushingco.com
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B4B: Seattle
Micro Ducts & MDUs
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ÅWhat are MicroDucts ?

ÅWhere to use MicroDucts ?

ÅHow to use MicroDucts ?

ÅWho uses MicroDucts ?

ÅWhy use MicroDucts ?

Understanding MicroDucts
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What are MicroDucts?

-Small conduits-
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MDU MicroDuctFacts
1. MDU MicroDuct is supplied on small, disposable wooden reels in 1,000 ft. to 

4,000 ft. lengths.

2. Is available empty, with a pull string (50# test), or with CIC (Cable in Conduit) 

fiber cordage pre -installed, saving time and labor costs.

3. Available in either Riser or Plenum versions for MDUs or MBUs (Multi-Business 

Units).

4. Sizes available are 8.5mm OD x 6mm ID, 10mm OD x 8mm ID, 12.7mm OD x 

10mm ID, and 16mm OD x 10mm ID.

5. Contains a permanent layer of Silicore for extremely low co-efficient of friction.

6. Has internal longitudinal ribs to reduce friction even further. The installed cable 

performs as though riding on rails inside the MicroDuct.

7. Is designed for inside applications and does not have UV (ultraviolet) inhibitors. 

Riser and Plenum products should be stored to protect from sunlight.

8. Is the only product available to provide fiber to the unit and maintain a 

permanent protected pathway for the fiber for upgrades or repairs.
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Mixed Use             &            High Rise

Where to use MicroDucts
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